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MWB — Mevyer Timber Wind Beam

Meyer Timber factory manufactured wind beam (MWB)

Location: Riverstone, NSW
Supplier: LL Frames & Trusses
Builder: Bathla Projects
Products:

Other:
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MWB - Wind Beam Installation Notes

NOTE: MWB
wind beam is
319mm deep so
no flooring is

required on top.

//

@

-

thickness < 90mm. Over
90mm use 3/18g x 250mm
long screws (by others)
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WB assembled in factor '
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Innovative solution engineered by Meyer Timber

Supplied with floor:
- MWB wind beam

b, - 10/150mm long TYKT
screws (3 each end,
4 for GF TP o MWB)

Fixing based on total wall plate thickness:
S45mm = 75mm long x 3.06@ nals at 300crs
590mm = 150mm long TYKT screws at 1200crs
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mEE END FIXING

incoming beam each end

Installation sheet supplied to site

150mm long TYKT screw into =~ _n_.'“t‘. =

FIXING TO GF & FF WALL PLATES

No flooring strip required on top

“Fast and simple installation with good spans and

matches 90mm wall width perfectly”
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Meyer Timber
Castlereagh Rd, Penrith, NSW 2750 p: (02) 4726-5900
Dana Court, Dandenong, Vic, 3172 p: (03) 9791-1897
Osprey Drive, Port of Brisbane, QLD, 4178 p: (07) 3895-2222
www.meyertimber.com.au



http://www.vision6.com.au/ch/44376/17143/1704112/a4a88fh4k.html

